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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP Not Present Item not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.

M  Marginal Item is not fully functional and requires repair or servicing.
D Defective Item needs immediate repair or replacement. It is unable to perform its intended function.
S Saftey Saftey item-Needs attention.

General Information

Property Information

Property Address 123 Your Street
City Hampton State Va. Zip 123456
Phone 757-123-4567  Fax NA

Client Information

Client Name Home Owner
E-Mail Home Owner@inter.net

Inspection Company

Inspector Name Scott Davis

Company Name Southeast Home Inspections, Inc.
Company Address 626 Snug Harbor Lane

City Newport News State VA Zip 23606
Phone 757-930-0606  Fax 757-930-0662

E-Mail sehi@cox.net

File Number 021508

Amount Received $350.00

Conditions

Others Present Buyer Property Occupied Vacant
Estimated Age Over 55 Years Entrance Faces South
Inspection Date 02/15/2008

Start Time 12 noon End Time 2.30 PM

Electric On @ Yes O No O Not Applicable

Gas/OilOn O Yes O No ® Not Applicable

Water On @ Yes O No O Not Applicable

Temperature 55 degrees

Weather Partly cloudy Soil Conditions Damp

Space Below Grade Crawl Space

Building Type Single family Garage None

Sewage Disposal City  How Verified Multiple Listing Service
Water Source City How Verified Multiple Listing Service
Additions/Modifications Room addition, Rehab

Permits Obtained Building How Verified Visual Inspection
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Lots and Grounds

A NPNI M D S
1.X OO OO Dbriveway: Concrete
2.XOOOCIE walks: Concrete
3.XO O OO steps/Stoops: Concrete, Wood
4. X100 Porch: Concrete, Wood
5. 1IN L][L] Grading: Negative slope Improper soil slope towards foundation,
recommend the addition of fill dirt to improve grade
6. KX [][] Vegetation: Trees Tree limbs over hang the roof and should be cut back

Exterior Surface and Components

All windows to be in working order prior to closing.

A NPNI M D S
Whole building Exterior Surface
L.OO00O0X L Type: Vinyl siding Caulking needs to be added at Exterior HVAC unit

supply lines.

2.XO00O00 Trim: Wood

.00 X[ Fascia: Vinyl  Covered by siding and gutters, unable to inspect the
underlying wood.

4.XIOO OO soffits: Vinyl  Front porch only.

5. X IO O] Dboor Bell: Hard wired

6.XILJJ L] Entry Doors: Metal Dents seen on doors.

7.XICOOO O LI Exterior Lighting: Surface mount

8.XILJLJLIL]L] Exterior Electric Outlets: 110 VAC GFCI

9. X LJLJLIL]L] Hose Bibs: Gate

Roof

Further evaluation may be needed by a qualified roofing contractor prior to closing.

ANPNI M D S
Main Roof Surface
1. Method of Inspection: On roof

2.0000OK[LC uUnable to Inspect: 10%

.00 O Material: Asphalt shingle Loose or damaged shingles, Shingles nailed
improperly.

4. Type: Gable

5. Approximate Age: 4-6 Years

6. ][] IXL] Plumbing Vents: PVC, Cast Iron Improper install of boots and bath vents.

7.XO O LIOIL] Electrical Mast: Surface mount

8. J1L1LINXI[] Gutters: Aluminum Gutters need to be re installed. Gutters appear in
correct for conditions. Further Evaluation is needed.

9. O IXL] bDownspouts: Aluminum Need to be cleaned
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Electrical
Unable to gain access to panel. Further evaluation may be required prior to closing.
ANPNI M D S
1. Service Size Amps: 200 Volts: 110-240 VAC
2. 000K Service: Aluminum Meter not attached to house. Repair prior to closing.
3.XILILI LTI L] 120 VAC Branch Circuits: Copper
4. X IO 240 VAC Branch Circuits: Copper and aluminum
5. XL LI L] conductor Type: Romex
6.X 1 Ground: Rod in ground only
7.XICIOOCILE Smoke Detectors: Battery operated
Bedroom #1 Electric Panel
s.XId0d0dd Manufacturer: General Electric
9. Maximum Capacity: 200 Amps
10. XL E] Main Breaker Size: 200 Amps
11. ] O[] Breakers: Copper Double taps are present at breakers. These circuits

Southeast Home Inspections, Inc.
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need to be moved to their own circuit breaker and cannot share a
breaker. It is recommended that a qualified electrician inspect the
new circuits and properly connect the new circuits to an individual

breaker for each circuit

12.XICJC OO0 L] GFcCl: Kitchen and bathrooms

13. Is the panel bonded? ® Yes O No

Structure

S
Structure Type: Wood frame
Foundation: Block
Beams: Solid wood
Bearing Walls: Frame
Joists/Trusses: 2x6
Piers/Posts: Block piers and wood posts
Stairs/Handrails: Wood stairs with wood handrails
Subfloor: Dimensional wood
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Attic

ANPNI M D S
Main Attic
1. Method of Inspection: In the attic

2. X000 00000 unable to Inspect: 20%

3.XLILLILIL] Roof Framing: 2x6 Rafter

4. XL Ssheathing: Dimensional wood

5. X LIL] Ventilation: Gable and soffit vents Vents partially covered or blocked.
6. X110 Insulation: Batts

7.XIOO OO0  Insulation Depth: 6"

8. X[ wiring/Lighting: 110 VAC Improper routing of attic wiring

9. X L[] Bathroom Fan Venting: Electric fan Exhaust tube from master bath is

crushed. Replace prior to closing.

Crawl Space

Possible Asbestos seen at crawl access. Crawl space was not inspected. Have a Satisfactory moisture and termite inspection completed
prior to closing.

ANPNI M D S
Main Crawl Space
1. Method of Inspection: From the access
2. 00X COCLC unable to Inspect: 95% The crawl space was not inspected. Be advised that

because we could not enter the crawlspace, because of Possible
Asbestos. Hidden problems may exist that are not documented in this
report. It is recommended that after obstructions are removed a full
examination of the space be made prior to commitment.

.00 00X ] Access: Small

4. JCIO0C0NX]  Ventilation: Vents  Vents blocked, Inadequate ventilation

5. XL LTI Insulation: None seen

6. JLJLINX ][] Vapor Barrier: Partially covered. Add Vapor barrier to entire Crawl space
7.JOXCLOL Electrical: 110 VAC GFCI

Air Conditioning

Because outside temperature at the time of inspection was at or below 65 degrees, this unit was not tested. To prevent damage to the air
conditioning system, manufacturers warn against operating air conditioning units when the outside temperature is under 65 degrees. Client
is advised to verify the operation of the unit with the seller prior to closing.

ANPNI M D S
ttic Heat Pump AC System
1XICJC[] A/C System Operation: Not inspected
[] Condensate Removal: PVC
[ ] Exterior Unit: Pad mounted
oodman
e Capacity: Unknown
Visible Coil: Copper core with aluminum fins
Refrigerant Lines: Low pressure and high pressure
Electrical Disconnect: Breaker disconnect
Exposed Ductwork: Insulated flex
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Attic Heating System

1.X OO O OO Heating System Operation: Adequate

2. Manufacturer: Goodman

3. Type: Forced air Capacity: 91,000 BTUHR

4. Area Served: Whole building Approximate Age: 1 to 3 years

5. Fuel Type: Electric

6. Unable to Inspect: 30%

7.X LI Blower Fan/Filter: Direct drive with disposable filter
noise, No filter at return.

X OO O] Distribution: Insulflex duct

XOOO O Thermostats: Programmable

pected Asbestos: Yes

O ©
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c
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Plumbing

<

S
Service Line: PVC

Main Water Shutoff: Street

Water Lines: PVC and copper

Drain Pipes: PVC, Cast iron

Vent Pipes: PVC, Cast iron Improper install of roof boots.
r Heater
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OO |X| [] water Heater Operation: Functional at time of inspection
runs through wall. No over flow pan. Suggest adding pan.

anufacturer: Hotpoint

odel Number: HE4AOMO1SAG Serial Number: 1007B14642

ype: Electric Capacity: 40 Gal.

pproximate Age: 1 to 3 years Area Served: Whole building

X O[] TPRV and Drain Tube: PVC Improper installation
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Improper wiring

Ceiling: Paint  Rough finish

Walls: Paint

Floor: Vinyl Squares Damage and missing vinyl squares
Doors: Hollow wood

Electrical: 110 VAC GFCI

Counter/Cabinet: Laminate and wood

Sink/Basin: Molded single bowl

Faucets/Traps: Delta fixtures with a PVC trap
Shower/Surround: Not Present

Spa Tub/Surround: Fiberglass tub and ceramic tile surround
source to spa tub. Unable to inspect.

Toilets: Unknown

HVAC Source: Heating system register

Ventilation: Electric ventilation fan
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Bathroom (Continued)

1st Floor Hall Bathroom
14.XICIO OO ceiling: Paint
15. X000 walls: Paint
16. IO [CI[L] Floor: Ceramic tile Noted uneven floor due to settlement
17.X 1 OO0 Doors: Hollow wood
18. ]I L[] Windows: Vinyl double hung Cracked glass, Hard operation
19.JJCX ][] Electrical: 110 VAC GFCI  Light not attached to ceiling.
20.J OO X[ Sink/Basin: One piece sink/counter tops Cabinet door hits toilet when
opened.
21. X OO OO Faucets/Traps: Unknown with PVC trap
22.XIJOOCC Tub/Surround: Porcelain tub and ceramic tile surround
23. OO NXLOIL] Shower/Surround: Ceramic tile surround
24. ] 10O Toilets: Unknown The toilet is loose at the floor.
25.XILI1CI I CIC] HVAC Source: Heating system register
26.XI1JIL][L] Ventilation: Electric ventilation fan and window
Kitchen
A NPNI M D S
1st Floor Kitchen
1.OJOCOOXLC cooking Appliances: Kenmore Right Rear burner failed to operate. Oven
door damaged, Oven noisy possible safety Hazard.

2.XIO OO0 Vventilator: Kenmore

. X OOOO [ Sink: Stainless Steel

4.X[OOO0O0 Electrical: 110 VAC GFCI

5. XTI L] Plumbing/Fixtures: PVC

6.XILILCILIL] Counter Tops: Formica

7.XO0O0 OO cabinets: Wood

8.XILJILIL]L] ceiling: Paint

o. X OO walls: Paint
10. J O XL Floor: Vinyl Squares Floors un-level. Paint stains..
11. X1 OO0 000 Windows: Vinyl double hung
12.X OO0 OO HVAC Source: Heating system register
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Bedroom

Due to the age of the house, possible lead based paint is possible.

ANPNI M D S
loor Master Bedroom
1] Closet: Small & Walk-in
Ceiling: Texture paint

Wallls: Paint Un-level

Floor: Carpet Floors un-level. Paint stains..
Doors: Hollow wood

Windows: Vinyl double hung

Electrical: 110 VAC GFCI

HVAC Source: Heating system register
Smoke Detector: Battery operated

[N
T

st

XIXIXIXIXIXIXIXIX]

ot
2
o
3

Closet: Single small

Ceiling: Paint

Walls: Paint

Floor: Carpet

Doors: Hollow wood

Windows: Aluminum double hung
Electrical: 110 VAC GFCI

HVAC Source: Heating system register
Smoke Detector: Battery operated
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Closet: Single small

Ceiling: Paint

Walls: Paint

Floor: Carpet

Doors: Hollow wood

Windows: Aluminum double hung
Electrical: 110 VAC GFCI

HVAC Source: Heating system register
Smoke Detector: Battery operated

NP gRRRRREERE

©©

NN
N

OO0 OOO0O0O0 s OO0O0O0O OO0 s OOOOOoee
I JE IO s 0 IO IE I I e eI eI
(N N = A

O eI e e |
LI EEEE s CEErErrCee1 s S e e e

ROOXONXIZDIN

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.



Southeast Home Inspections, Inc.

ﬁ[ﬁ.TH__E&E_}- Page 8 of 10
. WEB Sample.report
HOME

PEPECTIONS, NG

07:12 March 04, 2008

Living Space

Residential Property built prior to 1978 are subject to lead based paint. A risk assessment or inspection for possible lead-based paint
hazards is recommended prior to purchase.

ANPNI M D S
Living Room Living Space
(1] cCeiling: Texture paint

Walls: Paint
Floor: Laminate  Noted uneven floor due to settlement
Windows: Vinyl double hung,, Vinyl casement Vinyl casement window had
no cranks
Electrical: 110 VAC GFCI
HVAC Source: Heating system register
Smoke Detector: Not Present
pace
Closet: Single small
Ceiling: Paint
Walls: Paint
Floor: Vinyl floor covering Floors un-level. Paint stains..
Electrical: 110 VAC GFCI
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Lots and Grounds

Grading: Negative slope Improper soil slope towards foundation, recommend the addition
of fill dirt to improve grade
. Vegetation: Trees Tree limbs over hang the roof and should be cut back

Exterior Surface and Components

3. Whole building Exterior Surface Type: Vinyl siding Caulking needs to be added at Exterior HYAC
unit supply lines.

=

N

Attic
4. Main Attic Ventilation: Gable and soffit vents Vents partially covered or blocked.
5. Main Attic Wiring/Lighting: 110 VAC Improper routing of attic wiring
Crawl Space

6. Main Crawl Space Vapor Barrier: Partially covered. Add Vapor barrier to entire Crawl space
Plumbing

. Utility Room Water Heater TPRV and Drain Tube: PVC Improper installation
Bathroom

8. Master Bathroom Ceiling: Paint  Rough finish

9. 1st Floor Hall Bathroom Floor: Ceramic tile Noted uneven floor due to settlement
10. 1st Floor Hall Bathroom Electrical: 110 VAC GFCI  Light not attached to ceiling.
11. 1st Floor Hall Bathroom Shower/Surround: Ceramic tile surround

\]

Kitchen
12. 1st Floor Kitchen Floor: Vinyl Squares Floors un-level. Paint stains..
Living Space
13. Living Room Living Space Windows: Vinyl double hung,, Vinyl casement Vinyl casement window

had no cranks
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components
1. Fascia: Vinyl Covered by siding and gutters, unable to inspect the underlying wood.

Roof
2. Main Roof Surface Unable to Inspect: 10%
3. Main Roof Surface Material: Asphalt shingle Loose or damaged shingles, Shingles nailed
improperly.
4. Plumbing Vents: PVC, Cast Iron Improper install of boots and bath vents.

5. Gutters: Aluminum Gutters need to be re installed. Gutters appear in correct for
conditions. Further Evaluation is needed.
6. Downspouts: Aluminum Need to be cleaned

Electrical
7. Service: Aluminum Meter not attached to house. Repair prior to closing.
8. Bedroom #1 Electric Panel Breakers: Copper Double taps are present at breakers. These
circuits need to be moved to their own circuit breaker and cannot share a breaker.
It is recommended that a qualified electrician inspect the new circuits and properly
connect the new circuits to an individual breaker for each circuit
Attic
9. Main Attic Bathroom Fan Venting: Electric fan Exhaust tube from master bath is crushed.
Replace prior to closing.
Crawl Space

10. Main Crawl Space Access: Small
11. Main Crawl Space Ventilation: Vents Vents blocked, Inadequate ventilation

Plumbing
12. Vent Pipes: PVC, Cast iron Improper install of roof boots.
13. Utility Room Water Heater Water Heater Operation: Functional at time of inspection Improper
wiring runs through wall. No over flow pan. Suggest adding pan.
Bathroom
14. Master Bathroom Floor: Vinyl Squares Damage and missing vinyl squares
15. 1st Floor Hall Bathroom Windows: Vinyl double hung Cracked glass, Hard operation
16. 1st Floor Hall Bathroom Sink/Basin: One piece sink/counter tops Cabinet door hits toilet

when opened.
17. 1st Floor Hall Bathroom Toilets: Unknown The toilet is loose at the floor.

Kitchen

18. 1st Floor Kitchen Cooking Appliances: Kenmore Right Rear burner failed to operate. Oven door
damaged, Oven noisy possible safety Hazard.

Living Space
19. Living Room Living Space Floor: Laminate  Noted uneven floor due to settlement

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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